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Setting the Timer

<	 Adjust the clock before setting the timer.

<	 When no action is taken for 1 minute, the timer setting mode will 
be cancelled.

1 	 Press the TIME SET button repeatedly until “On time” is 
displayed.

“On time” appears on the display, and the “hour” value blinks.

2 	 Press the ˙ or ¥ button to set the hour value, and press 
the ENTER button.

The “minute” value blinks.

3 	 Press the ˙ or ¥ button to set the minute value, and press 
the TIME SET button.
“Off time” appears on the display, and the “hour” value blinks.

4 	 Repeat step 2  and 3  to set the Off time.
“Source select” appears on the display.

5 	 Press the ˙ or ¥ button to select the source, and press 
the ENTER button.
Now the timer setting is stored in memory.

Timer Operation

Every time you press the TIMER button on the remote control 
unit, the timer mode changes as follows.

Timer off

Timer daily

Timer REC once

Timer REC daily

Timer Playback
1 	 Select “Timer daily” by pressing the TIMER button on the 

remote control unit.
The timer indicator “ ” lights on the display.

2 	 Prepare for the timer playback.
Adjust the volume, tune in a station, etc.

3 	 Press the STANDBY/ON button on the remote control unit 
to place the unit in standby.
Everyday when the On time is reached, the unit will turn on and 
start playback, and when the Off time is reached the unit will 
return to standby.

<	 Do not turn off the unit by pressing the POWER button on the 
main unit. The timer does not work when the On time is reached.
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Timer Recording
You are able to set the various external USB storage devices such as 
USB flash memory to record programme at the desired time.
Connect the external USB storage device to the unit beforehand.

1 	 Select “Timer REC once” or “Timer REC daily” by pressing 
the TIMER button on the remote control unit.
The timer indicator “ ” and “ ” light on the display.

2 	 Prepare for the timer recording.
Tune in a station, etc.

3 	 Press the STANDBY/ON button on the remote control unit 
to place the unit in standby.
One minute before the set On time, the unit turns on and starts 
recording at the On time.
When the Off time is reached the unit will return to standby.

<	 Do not turn off the unit by pressing the POWER button on the 
main unit. The timer does not work when the On time is reached.

Timer off
When not using the timer, press the TIMER button on the 
remote control unit to select “Timer off”.
The timer indicator “ ” disappears from the display.

Sleep Timer

The power can be switched off after a specified amount of time.
Press the SLEEP button repeatedly until desired time appears on the 
display.

SLEEP-90 (80, 70 ... 10)
The power will be switched off 90 (80, 70 ... 10) minutes later.

SLEEP OFF
The sleep timer is off.

<	 The display is dimmed when you set the sleep timer.

<	 If you want to check the remaining time, press the SLEEP button 
once. The remaining time will be displayed for 3 seconds, and 
return to the normal display.
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Troubleshooting

If the power supply is interrupted for 14 days or longer, all the 
settings kept in memory (such as preset stations and timer settings) 
will be erased.

It will take more than 3 days after plugging the power cord into 
the outlet to charge enough electricity for the memory backup 
function.

If you want to manually initialize the settings, hold down 
the SOURCE button and play/pause (y/J) for more than 4 
seconds in standby mode.

The unit will be turned on, and all the settings are reset to the 
default settings.

In case of trouble with the unit, please take the time to look through 
this chart and see if you can solve the problem yourself before you 
call your dealer or TEAC service center.

Amplifier
No power.
e	Check the connection to the AC power supply.

No sound from speakers.
e	Check the connection to the speakers.
e	Adjust the volume.
e	Select proper source.
e	Pull out the headphones plug from PHONES jack.
e	If muting is on, press the MUTING button.

The sound is noisy.
e	The unit is too close to a TV set or similar appliances. Install the 

unit apart from them, or turn them off.

Clock goes wrong.
e	The clock setting will not be saved when the POWER turns off. 

Do not turn off the POWER switch on the front panel.

Remote Control Unit
Remote control unit does not work.
e	If the batteries are exhausted, change the batteries.
e	Use remote control unit within the range (5 m) and point at the 

front panel.
e	Clear obstacles between the remote control unit and the main 

unit.
e	If a fluorescent light is near the unit, turn it off.

Tuner
Cannot listen to any station, or signal is too weak.
e	Tune in the station properly.
e	If a TV set is near the unit, turn it off.
e	Install the antenna again after locating the best reception 

position.
e	An external antenna is recommended.

Though the broadcast is stereo, it sounds monaural.
e	Press the FM MODE button.

iPod Player
Will not play.
e	Remove the iPod from the USB jack, wait a few seconds, and 

insert it again.
e	Software update may solve the problem. Visit the Apple website 

and download the latest iPod software.

Cannot operate the iPod.
e	Make sure the HOLD switch of the iPod is not set to HOLD.

MP3/WMA
There is no sound even if the play/pause button (y/J) is 
pressed.
e	Check if there are MP3 or WMA files on the USB.
e	Non-playable file formats (e.g MPEG 1 LAYER 2 file) cannot be 

played.

Restoring factory settings
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Specifications

AMPLIFIER Section
Output Power . . . . . . . . . . . . . . . . . . . . .                      40 W/ch (6 ohms, 0.5 %,1 kHz)
Input Sensitivity. . . . . . . . . . . . . . . . . . . . . . . . . . . .                           PHONO: 2.5 mV 47 kΩ

AUX, CD, TUNER: 200 mV 47 kΩ
Frequency Response. . . . . . . . . . . . . . . .               20 Hz to 60,000 Hz (+1/–3 dB)

TUNER Section
FM Section

Tuning Range. . . . . . . . . . . . . . . . . . . . . . . . . . .                          87.50 MHz to 108.00 MHz
Signal-to-Noise Ratio . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               65 dB (Mono)

60 dB (Stereo)

AM Section
Tuning Range. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                522 kHz to 1,629 kHz
Signal-to-Noise Ratio. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                      35 dB

USB Section
Playback

Frequency Response. . . . . . . . . . . . . . . . . .                   20 Hz to 20,000 Hz (±2 dB)
Signal-to-Noise Ratio. . . . . . . . . . . . . . . . . . . . . . . . . . . .                            more than 85 dB

Recording
Frequency Response. . . . . . . . . . . . . . . . . . .                  20 Hz to 15,000 Hz (±2 dB)
Signal-to-Noise Ratio. . . . . . . . . . . . . . . . . . . . . . . . . . . .                            more than 85 dB

GENERAL
Power Requirements. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             230 V AC, 50 Hz
Power Consumption. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        85 W

0.5 W (standby)
Dimension (W x H x D) . . . . . . . . . . . . . . . . . . . . . . . .                       215 x 110 x 315 mm
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                   4.4 kg

Standard Accessories
Remote Control Unit (RC-1225) x 1
Batteries (AAA) x 2
AM Loop Antenna x 1
FM Lead-type Antenna x 1
Owner’s Manual x 1
Warranty Card x 1

<	 Design and specifications are subject to change without notice.

<	 Weight and dimensions are approximate.

<	 Illustrations may differ slightly from production models.

“No song title No artist No album” appears on the display.
e	There is no ID3 tag information for the music file.

Edit the song title, artist, and album information of the song on 
a PC using the MP3 or WMA making application.

Some unknown characters are displayed on the display 
panel.
e	This unit cannot display symbols and full-size or double-byte 

characters (such as Japanese, Chinese, etc.) correctly. File name 
of MP3 or WMA should be alphanumeric characters.

If normal operation cannot be recovered, unplug the power 
cord from the outlet and plug it again.

Maintenance
If the surface of the unit gets dirty, wipe with a soft cloth or 
use diluted neutral cleaning liquid. Be sure to remove any fluid 
completely. Do not use thinner, benzine or alcohol as they may 
damage the surface of the unit.
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This appliance has a serial number located on the rear panel. Please record the 
model number and serial number and retain them for your records.

Model number			   Serial number

TEAC CORPORATION 1-47 Ochiai, Tama-shi, Tokyo 206-8530, Japan   Phone: (042) 356-9156

TEAC AMERICA, INC. 7733 Telegraph Road, Montebello, California 90640, U.S.A.   Phone: (323) 726-0303

TEAC CANADA LTD. 5939 Wallace Street, Mississauga, Ontario L4Z 1Z8, Canada   Phone: (905) 890-8008 

TEAC MEXICO, S.A. de C.V. Río Churubusco 364, Colonia Del Carmen, Delegación Coyoacàn, CP 04100, México DF, México   Phone: (5255)5010-6000

TEAC UK LIMITED Unit 19 & 20, The Courtyards, Hatters Lane, Watford, Hertfordshire, WD18 8TE, U.K.   Phone: (0845) 130-2511

TEAC EUROPE GmbH Bahnstrasse 12, 65205 Wiesbaden-Erbenheim, Germany   Phone: 0611-71580




